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GT mini
Compact Size Gang Tool Lathe

Your Ideal Choice for
2nd Ops and Bar WorkC



Air-operated, M-code controlled parts catcher comes 
standard. GT mini can operate unattended with 
optional bar feed unit, making parts out of bar 
stock for long stretches of time, dramatically 
reducing your labor cost.

Automation Included

These features and more are included in the standard 
configuration at no extra charge:
• 5C collet nose
• Parts catcher
• Hydraulic chucking system
• Coolant system
• Automatic lubrication system for X and Z axes
• Standard package of tool holders
• Foot switch for chuck activation

Complete Package

The spindle supports many work holding options:
• 5C collet
• “Dead length” 5C collet
• 5C step chuck
• 4” hydraulic 3-jaw chuck
Bar capacity is 1.02” (26mm). A variety of bar feeders 
are available directly from Cubic Machinery to reduce 
setup time and to reduce shipping cost.

Extensive Working Holding Options

GT mini uses gang-type tooling for increased 
accuracy and speed over turret-based designs. Unlike 
on a turret, the tools on a gang tool plate don’t move 
around, gang tool can achieve better positioning 
accuracy and there’s no time lost to turret indexing. 
Gang tool layout is proven to reduce cycle times while 
maintaining superior quality.
GT mini comes with a standard tooling package at no 
extra cost. 

Platform for High Production

Mitsubishi 64 bit CNC control paired with Mitsubishi 
digital AC servo drives provide the ultimate in 
precision and control. GT mini is designed to hold 
tight tolerance (0.0001”) all day long.

Superior Precision

GT mini allows you to use shop floor space efficiently, 
its foot print measures only 48”x40”. The compact 
size becomes a great advantage when you need to 
organize machines to into production cells.

Minimum Footprint

• High speed 6,000 rpm spindle
• Rigid MEEHANITE casting base
• 712 inch per minute rapid traverse

Maximum Performance 

“When it comes to 2nd op lathes, 
GT mini is undoubtedly the value 
leader. No other CNC lathe gives 
you so much for so little.



GT mini plus Bar Feeder
Perfect Combination!
GT mini plus Bar Feeder
Perfect Combination!

MODEL DH-65 DH-65L

Bar diameter 0.19” - 2.56” 0.19” - 2.56”

Bar length* Max. 49.21” Maximum 61.02”

Spindle length Max. 47.24” Max. 59.06”

Spindle height 33.47” - 49.21” 33.47” - 49.21”

Magazine capacity 25 linear inches 25 linear inches

Weight 551 lbs 617 lbs

Air supply 85 psi 85 psi

Power supply 220/440V 0.4A 60Hz 220/440V 0.4A 60Hz

* Not to exceed the combined length of chuck, headstock and actuator.
** Specifi cations and designs are subject to change without notice.

Bar Feeder
DH-65 Accepts spindle-length bar 

stock between 1/5” and 2.5” in 
diameter, up to 61” in lengthDH-65L
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Capacity
Max. Turning Diameter 60mm 2.36”
Max. Turning Length 110mm 4.33”
Swing over Cross Slide 120mm 4.72”
X Axis Travel 165mm 6.50”
Z Axis Travel with Part Catcher 147mm 5.75”
Z Axis Travel without Part Catcher 170mm 6.69”

Work Holding
Spindle Bore 34mm 1.34”
Bar Capacity 27mm 1.0625”

Spindle Nose 85mm 3.35”

Hydraulic Chuck 101.6mm 4”

Performance
Spindle Motor 2.24 kilowatt 3 HP
Spindle Speed 100 ~ 6,000 rpm
Rapid Traverse 18 m/min 712 ipm

Precision
CNC Platform 64-bit Mitsubishi E60 EZ Motion

FANUC 0i-Mate optional
Min Input Unit 0.001mm 0.0001”

Tooling
Max. OD Tool 5/8”
Max. Boring Bar 3/4”

Dimension & Weight
Floor Space 1200 x 1000mm 48” x 40” 
Height 1500mm 59”
Net Weight 1,058 kg 2,332 lbs
Electrical Requirement
Standard 220V 3ph
Optional 440V 3ph
Warranty
CNC Control 2 years
Machine Parts & Labor 1 year

Technical Data | Specification

All illustrations and specifications contained in this brochure are based on the latest 
product information available at the time of printing. Cubic Machinery reserves the 
right to make changes at any time, without notice, in colors, features, equipment, 
specifications and models. Some models may be shown with optional equipment. 
While Cubic Machinery makes all reasonable efforts to provide accurate information in 
this brochure, there is no guarantee or warranty of accuracy. Furthermore, we do not 
assume any liability for the accuracy or completeness of information presented.

Equipment | Standard and Optional

Power and Efficiency GT mini
3 HP inverter driven spindle motor 

3 HP MITSUBISHI AC spindle motor 

MITSUBISHI digital AC servo motors for X and Z 

FANUC 0i-Mate 

Hydraulic pump unit for chuck/collet activation 

Automatic lubrication for sliding ways 

Rigid cast iron base 

Time Saving Automation
M-code controlled parts catcher 

Parts bin with mesh for coolant reclamation 

Magazine-style short bar feeder 

12 ft bar feeder 

Bar extension 

Bar feed interface (FEDEK DH-65 series) 

Workholding
5C collet nose 

“Dead-length” 5c collet nose 

4” hydraulic 3-jaw chuck 

Tooling
ID tool holders (3) 

OD/Cut off tool holders (2) 

Tool holder bushings (1 set) 

3/8”, 1/2” or 3/4” center height Hardinge-style toolings 

Productivity & Convenience
RS-232 serial interface for program uploads 

Foot switch to activate collet or chuck opening/closing 

Halogen work light with adjustable arm 

2 color LED signal light tower 

Coolant, Chip & Thermal Management
Programmable coolant system 

On-table coolant delivery 

Stainless steel high pressure coolant nozzles 

Coolant level indicator with temperature gauge 

Chip pan with pull out handle 

Chip conveyor (belt-type) and chip cart 

Dedicated heat exchanger for electronic panel 

Separate external enclosure for braking resistor 

Safety, Service & Diagnostic
Electrical cabinet locks 

Front door interlock 

Steel braided cable sheath within machining area 

Screwless service access panels 

Toolkit and toolbox 

CE mark 

© 2006 Cubic Machinery, Inc. CUBIC, the CUBIC logo, and GT mini are trademarks 
and/or registered trademarks of Cubic Machinery, Inc. in the United States and other 
countries. All rights reserved. All company and/or product names are trademarks 
and/or registered trademarks of their respective manufacturers. Features, pricing, 
availability, and specifications are subject to change without notice.

= Standard
= Optional


